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Can not meet the cutoff position regulation due to no concern the vehicle angle ;

Lens separates from Housing-> Water ingress.

Inner lens fall out of bezel

scratch during packaging process.

Bulb ot accessible/Exchangeable

Dust on inner lens after vibration

Machine capacity can not meet the dimension tolerance

Photometry kO

Noise between bezel and inner lens

Broken HL lens by pushing the vehicle.

No material marking
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New Operation

Newly Adding Operational Status
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E4  High probabilty (injury could happen under most operating conditions)

E3 Medium probabiliy

E2  Low probabity

E1 Very low probabilty (injury could happen only in rare operating conditions)
E0  Incredbly unlikely
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Life-threatening to fatal injuries (survival uncertain)

52 Severe to lfe-threatening injuries (survival probable)
s1 Light to moderate injuries.
S0 No injuries
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problem on screw machine

Will cause premature wear in assembly

Damage to parts in transit

Product falure:

Bar wil tick in collet. Short parts coming off of screw machine.

Will cause wreck on screw machine

Part wil interfere will assembly

part will not dean up on grind

Customer will have scheduling problem

Part wil bind in assembly

Problem at grind operation

Part will not mate properly at assembly





image14.png
R28iF

s
ASIL E2ERSS E#28iE REVS BENEER Rational for Time Interval
- oo © esoes
m— -
G-F-0005 New SG. a2 lame FTTT TRFTT
=





image15.png




image16.png
REWD
Name
Safe State 3

Safestac2




image1.png
= amieshe | § FEWRR

02/09/2018 18:11

e X X N
@ B K % & b L A S KD @ OB

7 wm 7 7 7 nm kol PDF22

10

=3 v

722 Suite M
272 ”n &
MM vl|/| oo ™l ] veee v

wE EnaIMs v
E=:4 EWQIMSEZ N





image2.png




image3.png
R B | Q &5 | stes

Upload File(Please Select Only Image Format™)

Format

| e

- | se

™ @ m

-l A- B

Active Document : THLImpactAnalysis

~





image4.png
z

NV NG
\f‘)«(")\m‘,“ Boor v ) ) (oo (ﬂ \.n Send To Front H\SendTnBa(k/"';{:':lzm’“ to0% | i sz 10| swpines [/

Outiine:

Outline thickness: 1PX

Front Impact

Jet Engine

Font family:




image5.png
&} Front Impact
{83 Brake Hose
&
& et Engine
&prcar
&3 P1-Car Child
{83 P1-Car Child of Child
@} PL-Car Desion

1
1

{0k cancel




image6.png
side marker

Side reflex

To comply to norms and regulation

To comply to norms and regulations

To comply to norms and regulations

To comply to norms and regulations - external edges

To comply to norms and regulations: conform to current regulations in the countries where lamps will be supplied.

To enable the car driver to see the road by using lighting energy

To enable the car driver to see the road using lighting energy

To satisfy hearing : Noise (leveller, ballast, low beam/high beam switch, vibration between part ..) N





